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1200
Single Wall Pipe

1200
Double Wall Pipe

1200 (flat top)
Double Wall Pipe 
w/heat shield

1700
Single Wall Pipe

1700
Double Wall Pipe

1700 (flat top)
Double Wall Pipe 
w/heat shield

2100
Single Wall Pipe

A - side wall to side of unit 13” 13” 13” 20” 13” 13” 22”

B - rear wall to back of unit 11” 10” 8” 12” 10” 7” 12”

C - adjacent wall to corner 9” 8” 6 ½” 10” 8 ½” 6” 8”

D - side wall to collar 22” 22” 22” 29” 22” 22” 31”

E - rear wall to collar 14” 13” 11” 15” 13” 10” 16 ½”

F - adjacent wall to collar 17 ½” 16 ½” 15” 18 ½” 17” 14 ½” 19”

G - door opening to edge 
of hearth pad

16” 
(18” ��� )

16” 
(18” ��� )

16”
(18” ��� )

16” 
(18” ��� )

16” 
(18” ��� )

16”
(18” ��� )

18”

H - side/back of unit to 
edge of hearth pad

6”
(8” ��� )

6”
(8” ��� )

6”
(8” ��� )

6”
(8” ��� )

6”
(8” ��� )

6”
(8” ��� )

8”

Model The Boston 1200
The Kodiak 1200
flat top / step top

The Kodiak 1700
flat top / step top

The 2100

Seasoned Cord Wood Output BTU’s* 67,000 BTU’s 67,000 BTU’s 74,000 BTU’s 82,000 BTU’s

Heating Area * 800-1500 sq ft. 800-1500 sq ft. 1000-2200 sq ft. 1250-2500 sq ft.

Burn times * 6 -10 hours 6 -10 hours 8 - 12 hours 8 - 12 hours 

Maximum Log Size 18” 18” 20” 22.5”

Efficiency** 82.6 % 82.6 % 84.7 % 75 %

EPA Emissions 3.3 g per hour 3.3 g per hour 4.5 g per hour 2.9 g per hour

Weight 400 lbs. 400 lbs. 450 lbs. 500 lbs.

Mobile Home Approved Yes Yes Yes No

Flue diameter 6” 6” 6” 6”

Steel thickness of top 5/16” / ¼” 5/16” / ¼” 5/16” / ¼” 5/16” / ¼”

Firebox Capacity 1.85 cu ft. 1.85 cu ft. 2.5 cu ft. 3.1 cu ft.

Optional convection fan 130 cfm 130 cfm 130 cfm 130 cfm

* Figures will vary considerably with floor plan, house layout and heat loss of house.  Due to on-going product development, product appearances and specifications are subject to change without notice.  
Efficiency and area heated will vary according to location and fuel.  Approved for sale in Canada and the United States.

** Tested to the NSPS standard

Floor Protection
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6 "

9 15/16"

24 3/8"
Width at pedestal base

10"
Legs or
pedestal

15 13/16"

25 "
Top width

1200 - 22 1/2"
1700 - 27”

Flat Top
30 1/2"

Step Top
32 3/4”

Flat Top
28 1/4"

Step Top
31 1/4”

6” 1200 - 16 1/2"
1700 - 21”

1200 - 18 1/4"
1700 - 23”

7 1/4"
28"

20 3/4"

20 3/4"

33 1/2" 32 1/4"

8 1/4"

15 13/16"10"

24"

30.5"31.75"

29.125"

16.00"

30"

10"

25"

22.25"

17"

5.5"

1200
42” USA
46” CAN

1700
46 1/2” USA
50 1/2” CAN

2100
53 3/4” USA/CAN

1200 & 1700
36 1/2” USA
40 1/2” CAN

2100
40 1/2” USA/CAN

1200 & 1700
6” USA
8” CAN

2100
8”  USA/CAN

2100
8”  USA/CAN

1200 & 1700
6” USA
8” CAN

1200 & 1700
16” USA
18” CAN

2100
18” USA/CAN

Door Opening

Optional
Coverage

Optional
Coverage

Optional
Coverage

1200
501/8” USA
511/2” CAN

1700
54 1/4” USA
55 3/4” CAN

2100
57” USA/CAN

1200
337/8” USA
35 3/8” CAN

1700
38” USA

39 1/2” CAN
2100

44 5/8” USA/CAN

1200,1700 & 2100
23” 

USA & CAN
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Special Features on all Enviro 
Freestanding Wood Stoves

Optional Fan Kit - 
Enviro offers a quiet yet powerful 135 cfm fan with 
variable speed control to get the most heat out of 
your wood stove.

Up to 22 1/2” Log Sizes - 
The 1200 FS will take logs up to 18”, the 1700 FS will 
take logs up to 20”, and the 2100 FS will take logs up 
to 22 1/2”. 

Progressive Burn Technology - 
Up to 12 hours burn times - designed to keep hot 
embers in the firebox after a nights burning.

Up to 84.7% Efficient
Efficiency ratings up to 84.7% as tested by OMNI 
laboratories with EPA Emissions as low as 3.3g/hr.

Gloves and Poker - 
Every Enviro wood stove comes with a poker and a 
pair of high temperature gloves.

More Radiant heat through the Largest 
Viewing Area  -
Enviro wood stoves have the largest viewing area 
available at 187sq. in. You get a better view of the fire 
but more importantly you get more radiant heat from 
our wood stove.

Heavy Construction - 
We use up to 5/16th heavy gauge steel, 304 grade 
Stainless Steel and cast iron to make the strongest 
stoves possible for the longest possible stove life.

Single Air Control - 
Single, easy-to-use air control adjusts the heat out-
put and regulates the fire.

Optional Doors - 
Painted, Brushed Nickel and 24 kt. Gold Door 
Options.

Boston Features
Traditional Cast Iron - 
Our craftsmen have created a beautiful design, with 
detailed relief and curves that you can only get with  
cast iron.

Chrome Plated Latch and Wooden Handle – 
The dual action door latch is laser cut and chrome 
plated. The wood handle is turned to fit the contours 
of your hand.

Optional Side Shelves - 
Available in painted black, chestnut enamel, beach 
enamel, and diamond black enamel finishes.

Kodiak 1200, 1700, and Boston 
Firebox Features

Secondary Air Tubes - 
Highest efficiencies mean low cost to heat.  Enviro 
wood stoves are up to 84.7% efficient (depending on 
the model).  This translates into lower running costs 
and cleaner burning.

Twin Pilot Injectors - 
Twin pilot injection ports tuned to deliver fast start-up 
and longer overnight burn times.

Unlimited Lifetime Warranty - 
Enviro is so confident with it’s highest quality materi-
als that we are able to offer an Unlimited Lifetime 
Warranty on baffles for 1200 & 1700 fireboxes.  
(See dealer for details).

Kodiak 2100 Firebox Features
Brick Lined Firebox and Removable 
Re-burn Air System  - 
Low emissions are achieved by adding super-heated 
secondary air through our removable Re-burn Air 
System.

Maximum firebox size and log length - 
The extra-large, 3.1cu. ft., firebox is designed to give 
you extended burn times. It also allows you to put 
22.5” logs into your Kodiak 2100.

Fully Brick Lined Firebox - 
The fully lined brick firebox helps maintain the higher 
efficiencies required in a modern wood stove.  At 
75% efficiency the Kodiak 2100 is one of the most 
efficient large wood stoves available.

Authorized Dealer

Manufactured by Sherwood Industries Ltd., Victoria, BC, Canada  
www.enviro.com • email: info@enviro.com • Printed in Canada July, 2011

Please share and recycle 
this brochure 


